PROSES PEMBUATAN POROS RANGKA 2 DAN POROS PENGHUBUNG BRENDER PADA MESIN FLAME CUTTING RADIUS by Dhimas Gilang, Pramurti
TH
                T
connect
knowing
knowing
engine B
pivot sh
             
starting 
used, th
required
engine b
           M
steel (m
Liaison 
used is 
work pr
processe
there ar
influent
vibrate b
work th
properly
 
Keywor
 
 
 
E MAKIN
B
he purpose
ing shaft br
 the tools 
 the time r
render Fla
aft connecti
The method
from the id
e selection 
, and know
render Flam
aterials us
ild steel) S
Brender, is
a long slide
ocess is u
s bench. as
e still wea
ial on the p
ecause of 
e pulley sh
 as expe
ds: Shafts, 
G PROCE
RENDER
 of the pre
ender, iden
that are us
equired in o
me Cutting
ng the engi
 used in th
entification
tool used, th
ing the res
e Cutting 
ed in the m
T37 series
 Ø12,7x360
 (vernier c
sed that is,
sembled sh
knesses in 
erformance
revolution g
aft. The re
cted becaus
Pulley, Dc m
SS OF SE
 FLAME C
Dhima
paration of
tify the ma
ed, can ma
rder to man
 Radius, a
ne brender 
e manufactu
 of types a
e determin
ults of per
Radius. 
anufacture
 with size, 
mm. Mach
aliper), ham
 the proces
aft, and trie
the time m
 of machin
enerated b
sults of th
e the sha
otors 
 
ABSTRAC
 
COND FR
UTTING M
By: 
s Gilang P
0750813402
 
 this final p
terials used
ke the wor
ufacture th
nd can dete
Flame Cutt
re of order
nd sizes o
ation of wo
formance ax
 of order 2 
for shaft o
ines used ar
mer, steel 
s of cuttin
d to operate
achine in 
e for the tim
y a DC mo
e performa
ft was s
 
T 
AMEWOR
ACHINE
ramurti 
8 
roject is to
, is able to 
k steps in 
e shaft orde
rmine the 
ing Radius.
 2 and the p
f materials 
rk steps tha
is of order
and the piv
rder 2, is
e handsaw
ruler, vise a
g material,
 machinery
operation. T
e machine
tor (Power 
nce of the
till vibrate
K AND A
 IN RADIU
 create a p
identify ma
accordance
r 2 and the
performanc
 
ivot shaft c
used, the s
t will be us
 2 and the 
ot shaft lia
Ø12,7x470m
, lathes. Th
nd safety e
 on turning
 Flame Cut
he downsi
 is still ope
Window) i
 saft, the s
 when th
XIS LIAIS
S 
ivot frame 
chines that
 with the p
 shaft conn
e of order 
onnecting b
election of 
ed, calculat
shaft conn
ison brend
m and to
e equipmen
quipment. 
 process, 
ting Radius
de is there
rating on th
s not able t
haft cannot
e engine 
ON 
2 and the 
 are used, 
rocedure, 
ecting the 
2 and the 
render, is 
machines 
e the time 
ecting the 
er is mild 
 the shaft 
t machine 
While the 
and work 
 turns out 
 are very 
e shaft to 
o play the 
 function 
operates.
